
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

 

  

 HKS-Cs Profi 8m HKS-Cs Profi 7m HKS-Cs Profi 6m 

Technical data     

Working length 8.200 mm 7.000 mm 6.000 mm 

Bending angle υψωЌ υψωЌ υψωЌ 

Sheet metal thickness Al 1 mm, Cu 1 mm,       
Fe  0,8mm 

Al 1 mm, Cu 1 mm,            
Fe  0,8mm 

Al 1 mm, Cu 1 mm,          
Fe  0,8mm 

Working depth 1.150 mm 1.150 mm 1.150 mm 

Length of the machine 9.100 mm 7.900 mm 7.000 mm 

Weigh 4.500 kg 3.800 kg 3.100 kg 

Hydraulic power unit     

Oil flow 20 l/min 16 l/min 14,3 l/min 

Oil tank 40 l 40 l 40 l 

Working pressure 120 bar 120 bar 120 bar 

Electrical data     

Power 6,25 kW 4,75 kW 3,75 kW 

Power of the electric motor 5,5 kW 4 kW 3 kW 

Voltage 380 V 380 V 380 V 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Back gauge system for sheet metal movement 

from 1.150 mm to 25 mm. Power of the back 

gauge is 0,75kW, 400V. 

 

Computer  with 100 programmes in memory, with the selection of 
automatic and manual mode, with very user-friendly programming and a 
touch screen display. Machine is equipped with back gauge system that 
allows automatic operation without manual calibration. If bending is in 
same direction (without any rotation) computer allow minimum opening of 
clamping beam, enabling automatic working of the machine. In addition, 
computer provides fully automatic bending of radius.  

 

Profi arms are stronger, wider and allow 

working depth 1.150 mm. 

Powered rotary shear can cut up to 
0,8mm sheet thickness.  

 

One-pedal foot is designed for               
co-operator.  Without  its activation, 
bending process cannot be started. 
That improves safety of co-operator 
and faster performances.   

Two-pedal foot with double 
function allow fast working 
and controlling over the 
entire machine length. 
 

Different color 
Semaphore can 
indicate how to 
reverse work piece. 

   

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 HKS-Pf Profi 8m HKS-Pf Profi 7m HKS-Pf Profi 6m 

Technical data     

Working length 8.200 mm 7.000 mm 6.000 mm 

Bending angle υψωЌ υψωЌ υψωЌ 

Sheet metal thickness Al 1 mm, Cu 1 mm,          
Fe  0,8mm 

Al 1 mm, Cu 1 mm,          
Fe  0,8mm 

Al 1 mm, Cu 1 mm,          
Fe  0,8mm 

Working depth 1.150 mm 1.150 mm 1.150 mm 

Length of the machine 9.100 mm 7.900 mm 7.000 mm 

Weigh 4.300 kg 3.600 kg 2.900 kg 

Hydraulic power unit     

Oil flow 20 l/min 16 l/min 14,3 l/min 

Oil tank 40 l 40 l 40 l 

Working pressure 120 bar 120 bar 120 bar 

Electrical data     

Power 5,5 kW 4 kW 3 kW 

Voltage 380 V 380 V 380 V 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Powered rotary shear can cut up to 
0,8mm sheet thickness.  

 

Computer with 20 programs in memory, with the selection of automatic and 

manual mode, with a very user-friendly programming and a touch screen 

display. 

ndisplay. 

Profi arms are stronger, wider and allow 

working depth 1.150 mm. 

 

One-pedal foot is designed for  
co-operator.  Without  its activation, bending 
process cannot be started. That improves 
safety of co-operator and faster 
performances.   
 

Two-pedal foot with double function allow  
fast working and controlling over the entire 
machine length. 
 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 HKS-Pf 8m HKS-Pf 7m HKS-Pf 6m HKS-Pf 5m 

Technical data      

Working length 8.200 mm 7.000 mm 6.000 mm 5.000 mm 

Bending angle υψωЌ υψωЌ υψωЌ υψωЌ 

Sheet metal thickness Al 1mm, Cu 1 mm,       
Fe  0,8mm 

Al 1mm, Cu 1mm, 
Fe  0,8mm 

Al 1mm, Cu 1mm,       
Fe  0,8mm 

Al 1mm, Cu 1 
mm,  Fe  
0,8mm 

Working depth 1.050 mm 1.050 mm 1.050 mm 1.050 mm 

Length of the machine 9.100 mm 7.900 mm 7.000 mm 5.900 mm 

Weigh 4.000 kg 3.200 kg 2.900 kg 2.800 kg 

Hydraulic power 
unit  

    

Oil flow 16 l/min  16 l/min 12l/min  9 l/min  

Oil tank 40 l 40 l 40 l 25 l 

Working pressure 120 bar 120 bar 120 bar 120 bar 

Electrical data      

Power 4 kW 3 kW 2,2 kW 2,2 kW 

Voltage 380 V 380 V 380 V 380 V 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Computer  with 20 programmes in memory, with the selection of 

automatic and manual mode, with a very user-friendly programming  

and a touch screen  display. 

One-pedal foot is designed for co-operator.  
Without  its activation, bending process cannot 
be started. That improves safety of  
co-operator and faster performances.   
 

Two-pedal foot with double function 
allow fast working and controlling over 
the entire machine length. 
 

Powered rotary shear can cut up to 
0,8mm sheet thickness.  

 

Usual arms allow working depth 1.050 mm. 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 HKS-P 8m HKS-P 7m HKS-P 6m HKS-P 5m 

Technical data      

Working length 8.200 mm 7.000 mm 6.000 mm 5.000 mm 

Bending angle υψωЌ υψωЌ υψωЌ υψωЌ 

Sheet metal thickness Al 1mm, Cu 1 mm,       
Fe  0,8mm 

Al 1mm, Cu 1mm, 
Fe  0,8mm 

Al 1mm, Cu 1mm,       
Fe  0,8mm 

Al 1mm, Cu 1 
mm,  Fe  
0,8mm 

Working depth 1.050 mm 1.050 mm 1.050 mm 1.050 mm 

Length of the machine 9.100 mm 7.900 mm 7.000 mm 5.900 mm 

Weigh 3.900 kg 3.300 kg 2.900 kg 2.600 kg 

Hydraulic power 
unit  

    

Oil flow 16 l/min  16 l/min 12l/min  9 l/min  

Oil tank 40 l 40 l 40 l 25 l 

Working pressure 120 bar 120 bar 120 bar 120 bar 

Electrical data      

Power 4 kW 3 kW 2,2 kW 2,2 kW 

Voltage 380 V 380 V 380 V 380 V 

Computer  with 20 programmes in memory, with the 

selection of automatic and manual mode, with a very 

user-friendly programming and a touch screen display. 

 

Powered rotary shear can cut up to 
0,8mm sheet thickness.  

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 HKS-P 8m HKS-P 7m HKS-P 6m HKS-P 5m 

Technical data      

Working length 8.200 mm 7.000 mm 6.000 mm 5.000 mm 

Bending angle υψωЌ υψωЌ υψωЌ υψωЌ 

Sheet metal thickness Al 1mm, Cu 1 mm,       
Fe  0,8mm 

Al 1mm, Cu 1mm, 
Fe  0,8mm 

Al 1mm, Cu 1mm,       
Fe  0,8mm 

Al 1mm, Cu 1 
mm,  Fe  
0,8mm 

Working depth 1.050 mm 1.050 mm 1.050 mm 1.050 mm 

Length of the machine 9.100 mm 7.900 mm 6.885 mm 5.900 mm 

Weigh 3.900 kg 3.300 kg 2.900 kg 2.600 kg 

Hydraulic power 
unit  

    

Oil flow 16 l/min  16 l/min 12l/min  9 l/min  

Oil tank 40 l 40 l 40 l 25 l 

Working pressure 120 bar 120 bar 120 bar 120 bar 

Electrical data      

Power 4 kW 3 kW 2,2 kW 2,2 kW 

Voltage 380 V 380 V 380 V 380 V 

Computer with 20 programmes in memory, with 

the selection of automatic and manual mode, with a 

very user-friendly programming and a touch screen 

display. 

 

Manual  rotary shear can cut up to 0,8mm 
sheet thickness.  

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 Zleb 333 

Technical data   

Working length Infinitive length 

Sheet metal thickness 0,8 mm 

Speed 0,2 m/s 

Length of the machine 7.800 mm 

Weight 3.500 kg 

Electrical data   

3ÈÅÁÒǰÓ ÍÏÔÏÒ 1,1 kW 

Motor of the entry shift 0,75 kW 

Drive motor 2,2 kW 

Voltage 380 V 

Fuses 16 A 

Gutter line 333 
ZLEB 333 

 


